
PR-1K PR-2K PR-3K PR-4K PR-5K PR-6K

1000VA/700W 2000VA/1400W 3000VA/2100W 4000VA/2800W 5000VA/3500W 6000VA/4200W

Voltage Range (额定电压)

Frequency Range (频率)

Phase (相数)

Current THDI (电流谐波失真) <10%

Power Factor(功率因数)

Generator Input (发电机输入)

Voltage(可选电压)

Voltage Regulation(稳压精度)

Frequency range (同步范围 )

Frequency battery mode(电池模式)

Current Crest Ratio (峰值因数)

Output Waveform (输出波形)

Outlet (输出插座) IEC x2 IEC x3 IEC x4 IECx4 Terminal Block Terminal Block

AC Mode (市电模式) 88%

Battery Mode (电池模式) 80% 85%

Number of Batteries(电池数量) 2 4 8 10 12 12

Battery Type (电池型号) 12V/7.2Ah 12V/7.2Ah 12V/5.0Ah 12V/5.0Ah 12V/7.2Ah 12V/7.2Ah

Backup Time (Half Load)半载时间

Recharge Time (to 90%) 充电时间

Charging Current (Max.) 充电电流

Rated Battery Voltage(电池电压) 24Vdc 48Vdc 96Vdc 120Vdc 144Vdc 144Vdc(240Vdc)

AC to DC (交流转直流)

Inverter to Bypass (逆变转旁路)

LED Version (指示灯版)

LCD Version (液晶显示)

AUDIBLE

(声音)
Battery Mode (电池模式)

Low Battery (电压低压)

Overload (过载保护)

Fault (失效)

DIMENSION

(尺寸)
Tower Case (DxWxH)mm 345x144x220 369x190x318 369x190x318 369x190x318 369x190x318(x2) 369x190x318(x2)

WEIGHT (重量) Tower Case (kgs) 公斤 9.8(5.2) 20(10.8) 24.6(10.8) 25(10.8) 60(29) 61(30)

Operating Environment (环境温度)

Relative Humidity (湿度)

Noise Level (噪音等级) <55dB @ 1 Meter

Smart RS-232 / USB(Option)

External Slot (Option)

MODEL 产品型号 (Wizard Series)

CAPACITY(VA/W)额定功率

INPUT

(输入)

83%

OUTPUT

(输出)

EFFICIENCY

(效率)

Pure Sinewave

Harmonic Distortion (谐波失真)
�Q4% THD ( Linear Load)

�Q7% THD ( Non-Linear Load)

3:1

50/60Hz ± 0.1 Hz

<12%

Single phase with ground

46 ~ 54Hz / 56 ~ 64Hz

160~300VAC @ full load (110~276VAC @ half load)

BATTERY

(电池参数)

>9 min

86%

60s @ 100%~130% ; 1s @ > 130%(Line Mode)

10s @ 100%~130% ; 1s @ >130%(Battery  Mode)
Overload (过载保护)

TRANSFER
TIME

INDICATOR

(指示)

ALARM

(报警)

ENVIRONMENT

(环境因数)

INTERFACE

(软体监控)

0-40° C

20-90% (NON-CONDENSING)

<45dB @ 1 Meter

Software supports Windows, Linux, Sun Solaris, IBM Aix, Compaq True64, SGI IRIX, FreeBSD, HP-UX, and MAC

External Type of SNMP / AS400 Relay Card / RS485

Continuously Sounding

Sounding twice every second

Sounding every second

Sounding every 4 seconds

Load / Battery / Input / Output / Operating Mode Information

Load Level / Battery Level / Battery Mode / AC Mode / Bypass Mode / Fault

5ms (Typical )

Zero

1.0A(4.0A)

5 Hours

46 ~ 54Hz / 56 ~ 64Hz

± 2%

208/220/230/240VAC

�R0.98

Support (支持)


